My M-FAN BEDEIK

ENGINEERING & DISTRIBUTION

75x75x30mm
DC12V, 24V

B General Specifications

€ Material..ccoovoernnn. Frame: Plastic (UL94V-0)
Impeller: Plastic (UL94V-0)
Lead Wire: UL1007AWG#24 or Equivalent (+)Red, (-)Black
@ Expected Life........... Ball Bearing 50.000hrs (40°C)
Sleeve Bearing 30.000hrs (40°C)
@ Temperature Range.. Operating temperature -10°C~+70°C (Non-condensing)
Storage temperature -40°C~+70°C (Non-condensing)

B Dimensions (Unit: mm)
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[ ] Specifications

Type Voltage Voltage |Current| Power

Part No. B/S VvDC VDC Amp Watt RPM CFM m3/min Inch-H20 PA dB-A g
DB07530#12H B.S 12 7,0~13,8 0,60 7,20 4500 15,64 0,443 1,06 264 51 69
DB07530#12M B.S 12 7,0~13,8 0,45 5,40 4000 13,67 0,387 0,81 202 46 69
DB07530#12L B.S 12 7,0~13,8 0,35 4,20 3500 12,25 0,347 0,60 149 40 69
DB07530#24H B.S 24 14,0~27,6 0,30 7,20 4500 15,64 0,443 1,06 264 51 69
DB07530#24M B.S 24 14,0~27,6 0,25 6,00 4000 13,67 0,387 0,81 202 46 69
DB07530#24L B.S 24 14,0~27,6 0,20 4,80 3500 12,25 0,347 0,60 149 40 69

Specifications are subject to change without notice.
Please visit our website www.bedek.de for further information and support.

M-FAN is a trademark of Shenzhen Huaxia Hengtai Electronic Co.,Ltd.




